
Real-Time 3D Reconstruction via Implicit-to-Implicit Registration 
Miroslava Slavcheva*†, Wadim Kehl*, Nassir Navab*, Slobodan Ilic*† 

* Technische Universität München                † Siemens AG 

{mira.slavcheva,nassir.navab}@tum.de, {kehl,slobodan.ilic}@in.tum.de 

 Extremely accurate 
 Fully automatic 
 Real-time 
 Generic motion 
 Generic geometry and texture 

Abstract 
We present an approach for highly accurate 3D object 
reconstruction with RGB-D sensors. The camera motion is 
tracked frame-to-frame in real-time via a novel direct 
implicit-to-implicit scheme between pairs of signed 
distance fields (SDFs), whereby expensive correspondence 
search is avoided. Our energy formulation further allows 
for incorporation of photometric and surface orientation 
constraints. We achieve more precise trajectory estimates 
and higher quality 3D models than related methods. 

Advantages 

Related Work 
• KinectFusion [6]: 

• frame-to-model point-plane ICP tracking 
• global model as weighted average [3] of TSDFs 

• Point-to-Implicit [1,2]: 

• frame-to-model projection of point cloud onto global TSDF 

• Limitations: 

• ICP constrained to regular motion, not robust to gross outliers 

• cannot remedy large error accumulation in the global model 
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SDF Generation 
• Projective single-frame TSDF  zwith weights ɤ, color field  
      [4] and surface normal field n [5] from RGB-D pair (I,D): z

Registration Energy 
• Find 6 DoF camera pose      that best aligns two SDFs: x

Pipeline 

• Solution: 6x6 system resulting from first-order Taylor 
  approximation around current pose estimate: 

RGB-D stream 
frame-to-frame 

tracking 
frame-to-model 

refinement (optional) 
colored 
mesh 

Qualitative Results 

Quantitative Results 

• Synthetic data • Industrial sensor 

• Kinect • Washington Kinect dataset 

• Comparison to KinectFusion 
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• Tracking error 

•  Contribution of surface normal and color energy components 

• Reconstruction error [mm] 
   on the Stanford bunny 

proposed KinectFusion 

Synthetic 0.13 0.54 

Kinect data 1.77 3.80 

marching 
cubes 


